HUESSEN E-Ink Artwork Frame

Quick Start Guide

Important Notice
e This E-Ink Artwork Frame does not support sharing functions.

e E-Inktechnology works differently from traditional LCD screens (no backlight, ultra-low power).

Buttons & LED Indicators

Buttons

e Power -Turn device on/off

e Next - Switch to next artwork

e Reset - Restore to setup mode
LED Indicators

e Red LED - WiFi setup status

e Green LED - Image transfer status

Setup Steps

£} Power On

Press the Power button.
The screen will flash briefly and display the setup guide.

B3 WiFi Setup

When the red LED is blinking, the device is in WiFi pairing mode.
Open the app and enter your router’s WiFi name (SSID) and password.

Once connected successfully, WiFi setup is complete.
E) send Artwork

After WiFi is connected, you can send artwork and photos to the frame from the app.



LED Indicator Status Guide

Green LED Indicator
Green LED Blinking: The device is downloading or receiving new images.
Green LED Solid (Always On): Image download is complete and the frame is in normal display mode.

Green LED Breathing (Pulsing Light): The device is currently charging.

Red LED Indicator @
Red LED Fast Blinking:  The device is in Wi-Fi pairing mode and ready for network setup.
Red LED Solid (Always On): The device is successfully connected to Wi-Fi.

Red LED Slow Blinking : The device has lost Wi-Fi connection and is attempting to reconnect.

Normal E-Ink Behavior (Not a Defect)

Due to the nature of E-Ink technology, the following is normal:

1. Image transfer takes about 30 seconds (under normal WiFi conditions).
During transfer, the green LED will blink.

2. When the image updates, the screen may flash briefly.
This is part of the E-Ink refresh process.

3. To ensure ultra-low power consumption, the frame enters deep sleep mode.
By default, the device wakes once per day to refresh the image.
While sleeping, WiFi is disconnected.
Any images sent during sleep will be stored in the cloud and displayed automatically when the device
wakes.

4. Ifyou need to switch WiFi networks or change accounts, press the Reset button.
The device will return to the initial setup screen.



